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BLUETOOTH 4.1 
TRANSMITTER RECEIVER

• Stunning wireless sound for your TV
and music

• Low latency audio, always 
synchronised

• Easy pairing and automatically 
connects

• Dual link support
• Flexible connection
• Excellent battery performance

FEATURES: 

PRODUCT SPECIFICATIONS
Bluetooth V4.1
Chipset CSR BC8670
Frequency 2.402GHz ~ 2.480GHz
Receiver Working Time (AUX) 15 hours
Transmitter Working Time (AUX) 15 hours
Receiver Working Time (SPDIF) 12 hours
Transmitter Working Time (SPDIF) 12 hours

Bluetooth Profi le RX: A2DP AVRCP
TX: A2DP

CODEC Priority APT-X, Second SBC, Third APTX-LL, Fourth Fast stream;
RX: SBC

Charging Time About 2 hours
Charging Supply USB powered
Dimension 2.36 x 2.36 x 0.72” (60 x 60 x 18.4mm)
Net Weight Approx: 1.36oz (38.6g)

Package Includes 

1 x BLUECAST-2 Audio Adapter
1 x 3.5mm Male to Male Cable
1 x Digital Optical TOSLINK Cable 
1 x USB Charging Cable 
1 x User Guide

CODE: BLUECAST-2

PRODUCT SPECIFICATIONSPRODUCT SPECIFICATIONS

Digital Optical TOSLINK and 3.5mm Audio Connectivity: The bluetooth transmitter receiver offers 
both 3.5mm (AUX and RCA) and digital optical TOSLINK input/output for the widest compatibility 
with old and new TVs, as well as any other devices with optical (TOSLINK/SPDIF) RCA or 3.5mm 
stereo audio output - computers, tablets, digital streaming boxes (including Apple TV and Amazon 
Fire TV), and more.


